
Fountain Coolers 

Features: 
Chromed Bubbler 
Automatic self closing and height 

adjustable. 

Chromed Glass Filler 
Unbreakable handle, glass and chrome 

protector. 

Polished Stainless Steel Top 
Designed to prevent splashing, easy 

access to cleaning of drains. 

Stainless Steel Base 
To support unit and refrigeration 

system. 

Stainless Steel Tanks 
For cleaner hygienic water. 

High Efficiency Compressors 

With starting capacitors and relays. 

Free Standing Unit 
Fitted with full back panel to protect 

inside of unit. 

Other Models 
These are available upon enquiry. 

MODEL RS-40 

100 people per hour. 

MODEL RS-60 

150 people per hour. 

Designed to be mounted against 

walls to conceal plumbing, or 

can be mounted in the middle of 

a room. 

Mains water connected 

Chromed Bubbler and Glass Filler 

Hygienic Stainless Steel Tanks. 

DIMENSIONS cm 38 x 32 x h96 

MODEL RS-30 

100 people per hour. 

Floor mounted, can be mounted 

against walls to conceal 

plumbing or in the middle of 

work area. 

Mains water connected. 

Chromed Bubbler or Glass Filler 

Hygienic Stainless Steel Tanks. 

DIMENSIONS cm 32 x 32 x h96 

Pert h 207 Railway Rd Subiaco WA 6008 
Karratha Unit 5, 27-29 Balmoral Road, 
Pegs Creek, Karratha WA 6714 
Facsimile 08 9381 1623 
Email purif y@water2water.com.au 
Website www.water2water.com.au Cal l 1300 88 03 03 

SPECIFICATIONS 

Model Bubbler Glass Filler H W D 

RS-60 Yes Yes 96 38 32 

RS-40 Yes Yes 96 38 32 

RS-30 Yes No 96 32 32 

RW-40 Yes Yes 67 38 32 

RM Series Yes Yes 118 42 42 
Power Supply 240v/1/50 
All dimensions, parameters and performance data are approximate 

and are subject to change without further notice. 

Cool Refreshing Refrigerated Water Coolers 

MODEL RM Series 

100% Rust Proof. 

Vandal Resistance. 

Optional filtration. 

Two Way Glass Filler. 

Water inlet is ½’’ female BSP 

threaded connection. 

Drain outlet is standard 40mm 

connection. 

DIMENSIONS cm 42 x 42 x h118 

Model 

No 

Ambient 

Temp 

Inlet 

Temp 

Litres/hr 

10oC Water 

Reservoir 

Volume 

RM10 32oC 27oC 12.1 LPH 1.9 Litre 

RM20 32oC 27oC 20.2 LPH 1.9 Litre 

RM30 32oC 27oC 28.3 LPH 1.9 Litre 
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